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PROEVTM Armor - HV-XS Series
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This self-closing wrap is crafted from the highest quality polyester monofilament. Notable features include vital fire 
and abrasion resistance, a soft, pliable texture, effective dust-sealing qualities, and beneficial convenience.

Its ingenious open structure design simplifies the process of modifying, reassembling, and maintaining internal 
wiring harnesses. This versatile braided wrap finds extensive uses in various industries, including high-speed 
trains, automobiles, and automation equipment, and instruments, particularly for intricate and irregular wiring 
harnesses. It’s the go-to solution for safeguarding and managing wires, cables, and hoses.

Self-closing Braided Wrap

FEATURES:

	L Enhanced flexibility and adjustable fit to 

accommodate various cable diameters.

	L Expandable material that provides 

abrasion and wear resistance

	L Material consists of PET

	L Operating temperature of ﹣50 ºC ~ + 150 ºC

	L Melting temperature of 250 ºC ± 5 ºC

	L Environmental standard: RoHS and REACH

	L Flame retardant grade is self-extinguishing 

(UL94 V-2)

	L Standard color: Orange, special colors 

upon request
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No Type

HV-XS-103 50±511.010.0

HV-XS-051 28±26.05.0

HV-XS-255 125±827.025.0

HV-XS-164 80±517.016.0

HV-XS-082 40±29.08.0

Inner Diameter

Property Index

Maximum Bundle 
Diameter Unfolding Width

(mm) (mm) (mm)

Overlap (%) ≥ 25

Environmental Protection Standard RoHS, REACH

Cutting Method Hot cutting

240 ± 10Melting Pointing (ºC)

ISO6722, load 7N, scratch times more than 1500 timesWear Resistance Level

Operating Temperature (ºC) ﹣50~ + 150

Standard Color Black, orange (special colors can be customized upon request)

Fire Protection Grade EN45545-2

Flame Retardant Grade UL94 V-2

Material Polyester monofilament + polyester multifilament

DIMENSIONS

TECHNICAL DATA


