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FEATURES:

	L Enhanced flexibility, easy to bend

	L Excellent abrasion resistance

	L Convenient installation

	L Operating temperature of ﹣50 ºC ~ + 150 ºC

	L Fusing Point of 240 ºC ± 10 ºC

	L Environmental standard: RoHS and REACH

	L Flame retardant grade is self-extinguishing 
(UL94 V-2)

	L Standard color: Orange, special colors upon 
request

PROEVTM Armor - HV-XP Series

WPET’s expandability simplifies the sleeving installation process over large connectors and extended wire runs, 
providing excellent abrasion resistance for HV cables. A snug fit allows for easier cable clamping options and 
eliminates the need for corrugated tubing while providing exceptional flexibility and versatility. PET material boasts 
a broad operational temperature range and exhibits resistance to chemical degradation, water, humidity, and UV 
radiation.

Expandable Braided Sleeving (non-split)
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No Type

HV-XP-07

HV-XP-14

3

3

1 x 0.20 x 64

3 x 0.20 x 56

12.0

25.0

5.0

12.0

7.0

14.0

HV-XP-031 1 x 0.20 x 326.01.03.0

HV-XP-185 3 x 0.20 x 6428.012.018.0

HV-XP-104 3 x 0.20 x 4018.07.010.0

HV-XP-052 1 x 0.20 x 489.03.05.0

Inner Diameter

Property Index

Min.

Expansion Range (mm)

Max.

Thread Count
(mm)

Overlap (%) ≥ 25

Environmental Protection Standard RoHS, REACH

Cutting Method Hot cutting

240 ± 10Melting Pointing (ºC)

ISO6722, load 7N, scratch times more than 1500 timesWear Resistance Level

Operating Temperature (ºC) ﹣50~ + 150

Standard Color Orange (special colors upon request)

Fire Protection Grade EN45545-2

Flame Retardant Grade UL94 V-2

Material Polyester monofilament + polyester multifilament

DIMENSIONS

TECHNICAL DATA


