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PROEV™ XLPE T-SERIES CABLE

Tough Series : Specifically designed for harsh environments.

TECHNICAL DATA

Conformance: ISO19642
Temperature Class: -40°C +150°C
Rated Voltage: 1000/1500 AC/DC
Enviromental Standard: RoHS
Color: Orange (RAL2003)

Braid Material: Tinned Copper
Shielding: > 85% Coverage
Insulation Material: XLPE

Core Wrap: AL-Mylar

o i @ 1= » &
Variable Temperature range > 85% shielding ISO 19642 Enhanced UV and Abrasion
durability (-40 °C to 150 °C.) coverage 1000v AC / 1500v DC weather resistance resistant

* THIS DOCUMENT IS CONFIDENTIAL WORK PROTECTED BY COPYRIGHT AND TRADE SECRET LAW AND NEITHER IT NOR ANY OF THE INFORMATION . .
CONTAINED HEREIN MAY BE DISCLOSED, USED OR REPRODUCED IN ANY MANNER, OR FOR ANY PURPOSE, EXCEPT BY WRITTEN PERMISSION OF proelectricvehicle.com
ELECTRICAL COMPONENTS INTERNATIONAL.
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Number
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PROEVXLPE-025 25 50(+5%)/0.25(+0.008) 220 2.85+015 0.28 352 =85% 5.00 +0.20 0.5 >3x0D 52.42 =7600 -40°C™+150°C
PROEVXLPE-4 4 120(+5%) / 0.20 (+0.008) 2.80 3.60 010 0.32 434 285% 5.80 +0.20 038 >3x0D 74.55 = 4710 -40°C~+150°C
PROEVXLPE-6 6 84(+5%)/0.30(+0.008) 3.40 415 +0.20 032 4.99 Z85% 6.60 +0.30 0.64 >3x0D 103.27 =< 3140 -40°C™+150°C
PROEVXLPE-10 10 320(+5%)/0.20(+0.008) 4.50 575 +0.20 0.48 671 285% 8.40 +0.30 0.64 >4x0D 17517 =1.820 -40°C™+150°C
PROEVXLPE-16 16 512(£5%)/0.20(+0.008) 5.80 6.90 +0.30 0.52 7.96 Z85% 970+0.30 0.80 > 4x0D 254.45 = 1160 -40°C™+150°C
PROEVXLPE-25 25 790(5%)/0.20(+0.008) 7.80 8.20 +0.30 0.52 9.34 285% 11.20 +0.30 0.80 >4x0D 363.44 =0743 -40°C™+150°C
PROEVXLPE-35 E5) 1070 (£5%) / 0.20 (+0.008) 8.50 1015 +0.35 064 1.30 285% 1410 +0.30 0.80 2 4x0D 526.51 =0.527 -40°C~+150°C
PROEVXLPE-50 50 1600 (+5%) / 0.20 (£0.008) 10.50 11.50 £0.30 o7 12.64 Z85% 14.90 +0.30 0.90 >4x0D 683.28 =0.368 -40°C~+150°C
PROEVXLPE-70 70 2147(x5%) / 0.20 (+0.008) 12.50 1370 £0.30 0.80 14.84 =85% 17.00 £0.30 0.90 >5x0D 92072 <0259 -40°C™+150°C
PROEVXLPE-95 95 3000(+5%) / 0.20 (+0.008) 14.80 16.20 +0.40 0.90 1764 285% 19.90 £0.40 0.92 >5x0D 1246.42 =< 0196 -40°C™+150°C

PROEVXLPE-120 120 3724(+ 5%) /0.20(+ 0.008) 16.50 18.00 +0.40 0.90 19.44 Z85% 2260 +0.40 0.92 >5x0D 1575.36 = 0153 -40°C™+150°C

PROEVXLPE-150 150 2960(5%) / 0.20(+0.008) 17.80 20.00 £0.40 oX=10) 21.44 285% 24.90 £0.50 128 >5x0D 1877.92 = 0129 -40°C~+150°C

Number
PROEVXLPE-4UNS 120 (+5%) / 0.20 (+0.008) .8 3.60 010 0.3: - 23x0D 50.00 3140 -40°C~+150°C
PROEVXLPE-6UNS 6 84 (+5%) / 0.30 (+0.008) 3.40 415 +0.20 0.32 - - >3x0D 72.30 = 1820 -40°C~+150°C
PROEVXLPE-10UNS 10 320 (£5%) / 0.20 (:0.008) 450 5750.20 048 - - >4x0D 12757 = 1160 -40°C™+150°C
PROEVXLPE-16UNS 16 512 (£5%) / 0.20 (+0.008) 5.80 6.90 £0.30 0.52 - - 24x0D 193.63 = 0743 -40°C~+150°C
PROEVXLPE-25UNS pi 790 (£5%) / 0.20 (+0.008) 780 8.20 +0.30 0.52 — - >4x0D 290.44 = 0527 -40°C~+150°C
PROEVXLPE-50UNS 50 1600 (£5%) / 0.20 (+0.008) 10.50 11.50 £+0.30 on — — 24x0D 594.86 = 0.368 -40°C~+150°C

* |t is difficult to predict all conditions under which this information, our products or the products of other manufacturers in combination with our products may be used. Unless agreed upon in writing, we sell
the products without warranty, and buyers and/or users assume all responsibility and liability for loss and damage originating from the handling and use of our products whether alone or in combination with
other products. We accept no liability for results obtained by the application of this information or the safety and aptness of our products alone or in use with other products. We recommend users to make
their own tests to determine the safety and suitability of each product combination for their own purpose.

Jacket: 11.52N/mm

Tearing Resistance N/mm Insulation: 12.37N/mm Pass
Jacket-Shield:
X Strip Force: . N N/A 63.145N, 67.622N, 65.397N Pass
Insulation-Conductor / Jacket-Shield Insulation-Conductor:
56.842N, 61.373N, 66.581N
Bend Cycling: R=2.5D,
Load=5N/mm?, 15 cyc/min, N/A No visible conductors, No visible conductors, Pass
Bend+90°, No breakdown No breakdown
Physical Properties Total Cycles=5000, 1KV, 1min
Sandpaper Abrasion N/A N/A No cracking Pass
Scrape Abrasion N/A N/A No cracking Pass
Thermol Overload: 230°C, 6h N/A N/A No breakdown, No cracking Pass
Fluid Compatibility: Engine Oil % 15% 12.60% Pass
Flame Test s, mm <70s, 250mm unburned 29s, 482mm unburned Pass
" . No dielectric breakdown,
Withstand Voltage N/A 5KVAC/5min No cracking Pass
Electrical Properties Insulation Faults - Spark Test N/A 8KVAC No faults Pass
Conductor Resistance (20°C) Q/km <0.368 0.339 Pass

* Testing results of PROEV™ XLPE-50 for reference
%% Additional testing available upon request

sk Itis difficult to predict all conditions under which this information, our products or the products of other manufacturers in combination with our products may be used. Unless agreed upon in writing, we sell
the products without warranty, and buyers and/or users assume all responsibility and liability for loss and damage originating from the handling and use of our products whether alone or in combination with
other products. We accept no liability for results obtained by the application of this information or the safety and aptness of our products alone or in use with other products. We recommend users to make
their own tests to determine the safety and suitability of each product combination for their own purpose.
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